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BLOOD COLLECTION MIXER

Sma rt Solutions fo r S marter Bloodbanking



% shown in full configuration

Sample tube holder
«holds 2 sample tubes - —-———————
« Detachable and left/right side interchangeable

State-of-the-art technology
« Reliable operation and simple set-up
« Compact solid design

Clear backlighted LCD display L _ o ______ )
« Ergonomic viewing angle

Target Preset
« displays preset target volume [T 7" T T - TT - To oo oo oo oo oo T oo T oo m e

Standard medium tray }

« supports most types of bloodbag in the market
« Easy to clean, easy to handle
< Large tr ay can be mounted

Interchangeable clamping module
« Detachable and left/right side interchangeable

Smart bl ood c oll ectio nfo reveryone

AccuMix” cm745

BLOOD COLLECTION MI XER

Features

Perfect cost-efficient solution

Proven accurate weighing and mixing technology
Simple weight calibration in digital method

Large capacity Li-ion battery for portable use
Emergency onboard battery

Visual/audible alarms

Barcode scanner for label checking

Canvas carrying bag




Refined simplicity meets robustness

» J ust plug-in , switch-on and you ’re ready to go

* U nderstanding user work flow and demands , CM745 has
intuitive user interface an d easy-to-follow set up menus

« Our reliable weighing and mixin g mec hanis m ar e protected
by solid engineering grade plastic featuring enhanced
shock resistance and long-lasting durabilit y. Compact si ze
based on optimi zed weigh t di stribution makes CM745 the
perfectfitfo ran ywhere .

Interchangeable clamping module

» Clamping module clamps blood bag tubing when collected
blood volume reaches user-selected preset volume .
Also clamping module is detachable , so this can be mounted
eith erleft orright for  user convenience

Clear LCD Screen & Target Volume Display

» Ergonomicall y located LCD is backlighted and easy to rea d
in bright indoo r. LCD screen displays collected blood volume ,
preset vol ume to collect, total wei ght of collected bloo d
and blood bags, elapsed time of donation and alarm symbols

 Target volume display shows pr eset target volume

Adjustable operational parameters &
various visual/audible alarms

» Collection target volume , alarm triggering criteria , beep
sound on/off a nd t ray rocki ng spe ed are user ad justable .
 Alarm lamp flashing is visible from a distance.

i)

Barcode scanner

» Barcode scanner for label checking
* Barcode scanner r eads mos t st andard ba rcode labels
including blood bank -specified ISBT 128 code .
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Dual Battery System

e Onboard battery  (rechargeable ) is for emer gency backup .
In case of unexpected  AC power failure , it guarantees
supplying power for 2 0 more minutes to safely complete
ongoing collection . No need to use B L101 battery pack
all the tim e in case of AC powered indoor use

* For portable or outdoor use  , newly des igned Li-ion large
capacit y BL 101 battery pack  (rech argeable & replaceable )
is available. BL101 battery pac k su pportsupto 15 ho urs
of oper atio n wi thout AC mains.

¢ BL101 batt ery pack is charged in the main un it or inthe
BC110/BC 165 battery charger s.
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Optional Chart
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BLOOD COLLECTION MIXER

4 i N
Selectiv e It em Note
* BL101 batte ryp ack « Large capacity Li-ion battery (recha rge able & repl aceable) supports up to
15 hours of operation
*« BC11 0/BC1 65 ba ttery cha rgers « For charging 1 or 6 BL101 battery pack s
. » Barcode scanner » For label checking
Optional
ite ms « Canvas carrying bag « Light weight durable can  vas bag for transporta  tion and s tor age
« Carrying case « Hard case for transportation and s tora ge
 Large tray « supports all types of blood bag in the market
» Sam ple tube holder * Holds up to 2 sample tubes / Det achable & inter changeable
L G G K 500 g weight * Precise sta ndard weight for w eight calibration )
% Form ore information about th e produ ctand package customiz ation, ple ase v isit o ur website .
Specification Information
e - - N
Prod uct Blood Collecti on Mixer
Model CM745
Power 18V —==1.67TA +-®--—
Adapter 100-240V~ 50/60Hz 1.5A
L Dim ensio n 190 (wymm /2 90 (ymm /158 (Hymm )
e N
@ Centron Corp oration
Address : 44 Be olma |-r o, Dongan- gu, Anyang, G yeo nggi-do,
Po stal Code 14059 /R epublic of Korea
Phone :+82-31 -422-7890/ Fax:+82-31 -422-7866
E-mail :info@ centrons.com
Website :www. centrons.com
% The specific ation and design are subjectt o chan ge wit hout prior not ice for pr oduct up grades. J
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